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Cilindro        p. 464
Clessidra p. 466
Emisfero        p. 468
Lord         p. 469
Rhea         p. 470
Triade        p. 471
Sferico  p. 472
Globes         p. 473
Vega/Globus      p. 474
Garden         p. 475
Elfo         p. 476
Koala        p. 480
Dafne        p. 481

Sicura ground p. 498

Box 1         p. 504
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Alfandega de Fè - Portugal Warszawa Jesuits Church - Poland Belgium

Nazaret - Israel Armenia Salonicco - Greece

Massa Carrara Olympic city - Athens Skopje - Macedonia

Arezzo (Italy) Barcelos - Portugal Milan

TurinPalermo " S. Cristina" university - Bologna
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Brindisi Poland HP - Cernusco sul Naviglio (Italy)

Casarano - Lecce (Italy)

Germouk Group - Yerevan (Armenia)

Farmalicao Normanni Palace- Palermo

Slovakia Mestre - Venice

Romania

Residential amenities
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Austria Hicacos Resort Playa de Varadero, Cuba

Holland

Incisa Valdarno - Florence
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The lighting in a residential 
complex, at the sides of a 
swimming pool or in a private 
garden, can add a touch of 
class and atmosphere, in 
addition to rendering these 
environments liveable in the 
evening.  For this reason Di-
sano has designed a broad 
range of lighting �xtures with 
a simple and elegant desi-
gn, which also offer many 
different possible ways of 
using the light.  To illuminate 
the facade of a building and 
the street below at the same 
time, to create a pleasant 
lighting effect in a gardens/
parkland area, to mark a 
path, to emphasise architec-
tural details, to add light to 
entrance areas achieving a 
good aesthetic effect.  These 
and many other solutions 
can all be discovered in this 
broad section of the catalo-
gue.

Residential amenities
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Onda - direct light

1297 Onda 3 - direct light
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

JM-TS 70 s. silver 5.40 420340-00
4000K - 5700lm - Ra 1b

JM-TS 70 white 5.40 420347-00
JM-TS 150 s. silver 6.80 420341-00

4000K - 12000lm - Ra 1b
JM-TS 150 white 6.80 420348-00
HCI-TS 70 s. silver 5.40 420342-00 3000 K - 6900lm  - Ra 1b

(ideale per installazioni in interni)HCI-TS 70 white 5.40 420349-00
HCI-TS 150 s. silver 6.80 420343-00 3000K - 14800lm - Ra 1b

(ideale per installazioni in interni)HCI-TS 150 white 6.80 420350-00
FLC 1x26 D s. silver 5.10 420346-00

4200K - 1800lm - 80lm/W - Ra 1b
FLC 1x26 D white 5.10 420353-00

On request:  versions with lamps SAP-TS 70/150.

Housing/Frame: in die-cast alumi-
nium. 

Diffuser: in tempered glass, 8 mm 
thick, resistant to impact and ther-
mal shock. 

Coating:  in several stages. Stage 
one: epoxy cationic electrocoating, 
resistant to corrosion and saline 
environments. Stage two: UV stabili-
sing priming, followed by a sandbla-
sted silver or white acrylic coating.

Electric gear:  230V/50Hz power 
supply with heat protection . 

Standard supply:  when replacing 
the lamp, the frame remains atta-
ched to the fixture through steel 
safety straps.

Reflector: in hammered 99.85 alu-
minium, anodically oxidised and 
polished.

Supplied with a standard asym-
metric reflector that directs the 
luminous beam towards the 
street or the pavement.
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1295 Onda 1 - direct/indirect light  
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

JM-TS 70 s. silver  5,90 420310-00
4000K - 5700lm - Ra 1b

JM-TS 70 white  5,90 420317-00
JM-TS 150 s. silver 6,80 420311-00

4000K - 12000lm - Ra 1b
JM-TS 150 white 6,80 420318-00
HCI-TS 70 s. silver  5,90 420312-00 3000K - 6900lm - Ra 1b

(ideal for indoors installations)HCI-TS 70 white  5,90 420319-00
HCI-TS 150 s. silver 6,80 420313-00 3000K - 14800lm - Ra 1b

(ideal for indoors installations)HCI-TS 150 white 6,80 420320-00
FLC 1x26 D s. silver 5.40 420316-00

4200K - 1800lm - 80 - Ra 1b
FLC 1x26 D white 5.40 420323-00

On request:  versions with lamps SAP-TS 70/150.

1296 Onda 2 - direct/indect with lens
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

JM-TS 70 s. silver 5.60 420330-00
4000K - 5700lm - Ra 1b

JM-TS 70 white 5.60 420334-00
JM-TS 150 s. silver 6.50 420331-00

4000K - 12000lm - Ra 1b
JM-TS 150 white 6.50 420335-00
HCI-TS 70 s. silver 5.60 420332-00 3000K - 6900lm - Ra 1b

(ideal for indoors installations)HCI-TS 70 white 5.60 420336-00
HCI-TS 150 s. silver 6.50 420333-00 3000K - 14800lm - Ra 1b

(ideal for indoors installations)HCI-TS 150 white 6.50 420337-00

On request:  versions with lamps SAP-TS 70/150.

Reflector: in hammered 99.85 alu-
minium, anodically oxidised and 
polished.

Reflector: in hammered 99.85 alu-
minium, anodically oxidised and 
polished. With glass lens to create 
lighting effects.

Onda - direct/indirect light
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Cilindro - direct light

1292 Cilindro 3 - direct light
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

HCI-T 70 s. silver 6.90 420432-00 3000K - 7000lm - Ra 1b
HCI-T 150 s. silver 6.90 420433-00 3000K - 15500lm - Ra 1b
FLC-1x26T s. silver 6.90 420434-00 4000K - 1800lm - Ra 1b

For wall installation always use acc. 401

Housing/Frame : Die cast alumi-
nium.

Painting:  In various phases.  The 
first phase involves immersion in 
grey epoxy cataphoresis, withstan-
ds corrosion and salt mists.  The 
second phase applies an undercoat 
to stabilise against UV rays and the 
last phase provides a pressed metal 
finish using silver acrylic paint. 

Electric gear:  230V/50Hz power 
supply with heat protection.  Flexible 
cable, terminated with quick con-
nector, tin-plated brass tips, Silicon 
insulation with glass braid.  3P termi-
nal strip with 4 mm2 maximum per-
mitted cross-section of conductors.

Pegaso:  please refer to the chap-
ter Urban Décor for Information on 
Pegaso.

Reflector:  pressed and polished 
aluminium. Adjustable in direct light 
version. 

Diffuser:  4 mm thick toughened 
glass, thermal shock and impact 
resistant.

Art. 1290: 
Adjustable  
light beam.

acc. 401 wall mounting
s. silver 420450

Wall mounting for Cilindro.

389 Pegaso wall version
s. silver 991393

Indirect light double aluminium for wall 
mounting.

Simulation



465

HCI-T

G12

POW
E

R
B

A

LLTEC
N

O
L

O

GY
CDM-TM

PGJ 5

FLC-T

G24d-3

1290 - FLC 2x26

35

105

175

245

315

385

455

ALO

E 27

CDM-T

G12

POW
E

R
B

A

LLTEC
N

O
L

O

GY

HCI-T

G12

POW
E

R
B

A

LLTECN
O

L
O

GY
CDM-T

G12

POW
E

R
B

A

LLTECN
O

L
O

GY

FLC-T

G24d-3

1291 - HCI-T 150+ALO100

30

90

150

210

270

330

390

ALO

R7S

CDM-TM

PGJ 5

35
0

18
5

273

IP65IK07 F

35
0

18
5

273

IP65IK07 F

Cilindro - direct/indirect light

Reflector: pressed, polished alumi-
nium or turned anodically oxidised 
aluminium. Adjustable in direct and 
indirect light version. 

Diffuser:  4 mm thick tempered 
glass, thermal shock and impact 
resistant.

Reflector:  pressed and polished 
aluminium. Adjustable in direct light 
version. 

Diffuser: 4 mm thick tempered 
glass, thermal shock and impact 
resistant. With glass lens to create 
lighting effects. 

1290 Cilindro 1 - direct/indirect light
CNRL CELL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

HCI-T 70 + ALO 100 s. silver 6.90 420415-00 3000K - 7000lm - Ra 1b

HCI-T 150 + ALO 100 s. silver 6.90 420416-00 3000K - 15500lm - Ra 1b

FLC-26T + FLC-26T s. silver 6.90 420417-00 4000K - 1800lm - Ra 1b

CDM-T 2x35 s. silver 6.90 420418-00 3000K - 3300lm - Ra 1b
For wall installation always use acc. 401. Standard version includes double switching, which allows switching off the upper light in compliance with the regu-
lations provided for by law 17.
Lamps: the versions with HCI lamps are complete with a narrow-beam and shielding reflector.

1291 Cilindro 2 - direct/indirect with lens
CNRL CELL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

HCI-T 70 + ALO 100 s. silver 6.90 420422-00 3000K - 7000lm - Ra 1b

HCI-T 150 + ALO 100 s. silver 6.90 420423-00 3000K - 15500lm - Ra 1b

FLC-26T + ALO 100 s. silver 6.90 420424-00 4000K - 1800lm - Ra 1b

CDM-TM 20+ CDM-T 35 s. silver 6.90 420425-00  3000K - 1650lm + 3000K - 3300lm - Ra 1b

For wall installation always use acc. 401. Standard version includes double switching.
Lamps: the versions with HCI lamps are complete with a narrow-beam and shielding reflector.
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Clessidra - direct light

1549 Clessidra 3 - direct light
S+L Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

ALO 100 s. silver 2.00 420580-00 3000K - 1600lm - Ra 1a
FLC 1x16 EL s. silver 2.00 420581-00 2700K - 900lm - Ra 1b

Housing/Frame:  Made of die-cast 
aluminium.

Coating:   In several stages. First 
stage: epoxy cationic electrocoa-
ting, resistant to corrosive and sali-
ne environments. Second stage: UV 
stabilising priming; final stage: a 
rough finish with samblasted silver.

Electric gear:  2P terminal block 
maximum allowed lead cross section 
2.5 sqmm.

For Powerled triple optics 
version, see chapter LED and 
Mutanti.

Diffuser : tempered, thermal shock 
and impact resistant glass.
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Clessidra - direct/indirect light

1547 Clessidra 1 - direct/indirect light
S+L Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

ALO 100 s. silver 2.00 420560-00 3000K - 1600lm - Ra 1a

FLC 2x16 EL s. silver 2.00 420561-00 2700K - 900lm - Ra 1b

1548 Clessidra 2 - direct/indirect with lens
S+L CELL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

ALO 100 s. silver 2.00 420570-00 3000K - 1600lm - Ra 1a
CDM-TM 20 s. silver 2.00 420571-00 3000K - 1650lm - Ra 1b 

Diffuser : tempered, thermal shock 
and impact resistant glass.

Diffuser : tempered, thermal shock 
and impact resistant glass. With 
glass lens to create lighting effects.
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1636 Emisfero 2 - direct light
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

JM-TS 70 graphite + blue 7.20 420550-00
3000K - 5100lm - Ra 2a

JM-TS 70 graphite + white 7.20 420551-00
CDM-TS 70 white + blue 7.20 420556-00 3000K - 6500lm - Ra 1b 

(si consiglia l’ uso in interni)CDM-TS 70 white + white 7.20 420557-00

Emisfero

1635 Emisfero 1 - direct/indirect light
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

JM-TS 70 graphite + blue 7.20 420540-00
3000K - 5100lm - Ra 2a

JM-TS 70 graphite + white 7.20 420541-00
CDM-TS 70 white + blue 7.20 420546-00 3000K - 6500lm - Ra 1b 

(si consiglia l’ uso in interni)CDM-TS 70 white + white 7.20 420547-00

Housing: made of die-cast alumi-
nium.

Reflector:  anodised, polished and 
hammered aluminium 99.85.

Diffuser:  tempered glass, resistant 
to impact and thermal shock.

Coating:   in several stages. First 
stage: epoxy cationic electrocoa-
ting, resistant to corrosive and sali-
ne environments. Second stage: 
UV stabilising priming; final stage: 
a rough finish with frosted silver or 
graphite grey paint.

Electric gear:  230V-50Hz power 
supply with heat protection.

Standard supply:  electric gear on 
a removable tray. Control device to 
adjust the light on walls creating three 
types of light beams.

On request 
JM-TS version 
in white colour 

(ideal for indoor 
installation).
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Housing/frame:  In die-cast alumi-
nium.

Reflector:  In high-grade 99.85 alu-
minium.

Diffuser:  tempered glass, resistant 
to impact and thermal shock.

Coating:  In several stages. First 
stage: epoxy cationic electrocoa-
ting,  resistant to corrosive and 
saline environments. Second stage: 
UV-stabilising primer; final stage 
rough finish with graphite acrylic 
coating.

Electric gear:  230V/50Hz supply 
with thermal protection.

Standard supply:  When open, the 
front frame stays attached to the 
housing, for easy maintenance. 

1560 Lord - with grid
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FLC 2x18L white 4.80 421101-00
4000K - 1200lm - Ra 1b

FLC 2x18L graphite 4.80 421103-00
SAP-T 70 white 5.50 421121-00

2000K - 6000lm - Ra 4
SAP-T 70 graphite 5.50 421123-00
JM-TS 70 white 5.60 421151-00

4000K - 5700lm - Ra 2b
JM-TS 70 graphite 5.60 421153-00

1560 Lord asymmetric - with grid
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

JM-TS 150 white 6.60 421161-00
4200K - 12000lm - Ra 2b

JM-TS 150 graphite 6.60 421163-00

acc. 89  pole attachment Ø 60
graphite 991214

Die-cast aluminium painted by cationic 
electrocoating. Adapter for attachment 
on Ø 60 pole.

acc. 85  plate angled at 45°
graphite 991210

Made of steel. To install art. Wall moun-
ted Lord with the front glass parallel to 
the ground.
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Housing/Frame: made of die-cast 
aluminium.

Reflector:  sheared and bended high-
grade aluminium 99.85.

Diffuser: matt tempered glass, resi-
stant to impact and thermal shock.

Coating:  in several stages. First 
stage: epoxy cationic electrocoating, 
resistant to corrosive and saline envi-
ronments. Second stage: UV stabili-
sing priming; final stage: with frosted 
silver or graphite grey paint.

Electric gear:  230V/50Hz power 
supply: Hard wire, cross-section 
0.50 sqmm (FLC) PVC-HT sheathing 
or flexible terminated wire; silicone 
insulation. 2P+T terminal block (maxi-
mum allowed lead cross-section: 2.5 
sqmm).

Standard supply:  when open, the 
front frame stays attached to the hou-
sing for easy maintenance.  

On request
pictograph 
stickers

Rhea

1262 Rhea
CNRL CNRL-E Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

FLC 2x18D graphite 4.00 420760-00 4000K - 1200lm - Ra 1b
JM-TS 70 graphite 4.50 420761-00 4000K - 5700lm - Ra 1b
SAP-TS 70 graphite 4.50 420762-00 2000K - 6800lm - Ra 4
FLC 1x18D/E graphite 4.50 420763-00 4000K - 1200lm - Ra 1b

1261 Rhea - with diffuser
CNRL CELL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

JM-E 70 graphite 4.50 420771-00 4000K - 5100lm
SAP-E 70 graphite 4.50 420772-00 2000K - 5600lm - Ra 4
FLC 24 FLAT graphite 4.50 420773-00 4000K - 1700lm - Ra 1b

acc. 89  - Ø 60 mounting unit
graphite 991214

Die-cast aluminium painted by cationic 
electrocoating. Adapter for attachment 
on Ø 60 pole of art.  1261/1262.

Diffuser:  in vandal resistant and V2 
self-extinguishing polycarbonate, 
UV-stabilised. 
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Housing/Frame: made of die-cast 
aluminium.

Reflector:  sheared and curved high-
grade aluminium 99.85.

Diffuser:  tempered glass, resistant to 
impact and thermal shock.

Coating:  in several stages. First 
stage: epoxy cationic electrocoating, 
resistant to corrosive and saline envi-
ronments. Second stage: UV stabili-
sing priming; final stage: with frosted 
silver or graphite grey paint.

Electric gear:  230V/50Hz power 
supply: Hard wire, cross-section 
0.50 sqmm (FLC) PVC-HT sheathing 
or flexible terminated wire; silicone 
insulation. 2P+T terminal block (maxi-
mum allowed lead cross-section: 2.5 
sqmm).

Standard supply:  when open, the 
front frame stays attached to the hou-
sing for easy maintenance.  

Triade

1269 Triade
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FLC 2x18D graphite 4.40 420521-00
4000K - 1200lm - Ra 1b

FLC 2x18D white 4.40 420526-00

SAP-E 70 graphite 4.50 420525-00
2000K - 5600lm - Ra 4

SAP-E 70 white 4.50 420529-00

Tourist port - Brindisi (Italy)
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1350 Sferico
S Finish

wattage diameter colour code

Max 40 ø 260 TR 426700-00
Max 40 ø 260 OP 426701-00
Max 40 ø 260 CL 426702-00
Max 60 ø 320 TR 426704-00
Max 60 ø 320 OP 426705-00
Max 60 ø 320 CL 426706-00

For poles: see chapter under “Fibreglass poles”.

Housing:  in fibreglass UV-stabili-
sed nylon.

Diffuser: vandal resistant, V2 
self-extinguishing, UV-stabilised 
polycarbonate.

Opal
(OP)

Clear (TR)

Smooth 
cognac
(CL)

TR = Clear
OP = Opal
CL = Smooth Cognac

1355 Sferico - painted
S Light pollution preventing system

wattage diameter colour code On request  with sub-code -0016: internal ver-
sion with painted black.FLC 23 EL ø 320 black 426716-00

FLC 23 EL ø 320 smooth sil. 426717-00

For poles: see chapter under “Fibreglass poles”.

Housing:  in fibreglass UV-stabili-
sed nylon.

Diffuser: vandal resistant, V2 
self-extinguishing, UV-stabilised 
polycarbonate; smooth .

Coating: polyurethane resin liquid/
spray coating.

Smooth
silver

Black
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Housing:  in fibreglass UV-stabili-
sed nylon.

Diffuser: in clear methacrylate, 
grooved inside and smooth outside, 
dust-proof.

1356 Globe - clear scored
S Finish

wattage diameter colour code
In clear methacrylate, grooved inside and 
smooth outside, dust-proof.

Max 60 ø 260 clear 426720-00
Max 60 ø 320 clear 426721-00

For poles: see chapter under “Fibreglass poles”.

1357 Globe - opal scored
S Finish

wattage diameter colour code
In clear methacrylate, grooved inside and 
smooth outside, dust-proof.

Max 60 ø 260 Opal 426730-00
Max 60 ø 320 Opal 426731-00

For poles: see chapter under “Fibreglass poles”.

acc. 1372  - wall mounting unit
black 433100

In aluminium, painted by epoxy catio-
nic electrocoating. For wall mounting 
of arms acc. 1370.

acc. 1370  - arm
black 441210

Tropicalised cationic-electrocoated 
steel. Use in combination with base 
acc. 1372.

acc. 1377  - nylon arm
black 991605

In fibreglass nylon. For wall mounting 
Globes 1350/6/7.
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1520 Globus
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FLC 2x26D grey 2.10 420530-00 4000K - 1800lm - Ra 1b
SAP-E 70 grey 2.80 420533-00 2000K - 5600lm - Ra 4
JM-E 100 grey 3.00 420534-00 3200K - 9000lm - Ra 4

For exterior applications with diffuser downward only.

Globus - Vega

Housing: in nylon UV-stabilised, 
RAL 7045 grey colour.

Reflector:   hammered, anodized 
and polished aluminium 99.85.

Diffuser:  anti-glare, vandal resi-
stant, V2 self-extinguishing, UV-sta-
bilised matt polycarbonate.

Electric gear:  230V/50Hz power 
supply with heat protection (except 
versions FLC/MBF/SAP/SBP). Hard 
wire, 0.50 sqmm cross section and 
PVC-HT sheath, or flexible wire ter-
minated with admiralty brass quick-
connection clamps, double silico-
ne insulation with fiberglass braid. 
2P terminal block with maximum 
allowed lead cross-section of 2.5 
sqmm.

Equipment : supplied with mounting 
plate.

CONSUMP.:
26D = B1

1260 Vega
CNRL CNRL-E Lamps

wattage colour weight code weight code Kelvin - ølm - Ra

FLC 2x18L black 2.10 420667-00 2.10 420667-07
4000K - 1200lm - Ra 1b

FLC 2x18L s. silver 2.10 420668-00 2.10 420668-07
Emergency version : in the event of a black-out a single lamp connected to the back-up circuit stays on. Run time 60 minutes.  
Returning voltage, the battery recharges automatically.  On request:  with Auto-diagnosis (sub-code 0066)

Housing: in nylon UV-stabilised.

Reflector:   hammered aluminium.

Diffuser:  anti-glare, vandal resi-
stant, V2 self-extinguishing, UV-sta-
bilised matt polycarbonate.

Electric gear:  230V/50Hz power 
supply. Hard wire, 0.50 sqmm 
cross section and PVC-HT sheath. 
2P+T terminal block with maximum 
allowed lead cross-section of 2.5 
sqmm.

Equipment : steel screws. Supplied 
with mounting plate.

acc. 1266  joint
black 420915
s. silver 420916

1-lamp adjustable support in nylon. 
For Ø 60 poles.

CONSUMP.:
CNRL = B2
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Housing:  in fibreglass nylon, UV-
stabilised.

Reflector:  in high-gloss aluminium.

Diffuser:  Anti-glare, vandal resi-
stant, V2 self-extinguishing, UV-
stabilised polycarbonate; smooth, 
dustproof outside.
Electric gear:  230V/50Hz power 
supply (CNRL). Hard wire, 0.50 
sqmm cross section.   2P terminal 
block with maximum allowed lead 
cross-section of 2.5 sqmm.

Equipment:  gasket in environment-
friendly material. Supplied with 
mounting plate. Cable gland in f.g. 
nylon Ø 1/2 gas thread (cable min Ø 
9 max Ø 12).

Wall mounting with bracket sup-
plied as a standard feature. 

1287 Garden
CNRL CELL CNRL-E

wattage colour weight code weight code weight code

FLC 2x18L black 1.30 420841-00 1.30 420841-08 1.60 420841-07*
FLC 2x18L s. silver 1.30 420843-00 1.30 420843-08 1.60 420843-07*
FLC 2x18L = 4000 K - 1200 lm - 1b  N.B. * CNRL-E version with lamp FLC 1x18L only.

acc. 453  double pole connection
black 991254
s. silver 991255

Made of fibreglass nylon which ena-
bles two Garden fixtures to be moun-
ted on a ø60 pole. 

acc. 451  wall/ceiling attachment
black 991250
s. silver 991251

Made of fibreglass nylon which ena-
bles the Garden fixture to be mounted 
directly on a wall or ceiling with a difficult 
surface.

acc. 452  single pole connection
black 991252
s. silver 991253

Made of fibreglass nylon enables the 
Garden fixture to be mounted on a 
ø6o pole.

Garden
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CONSUMP.: 
CNRL=B2
CELL=A2
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1523 Elfo - with adjustable arm 
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

HCI-T 70 graphite 4.50 431820-00 4200K - 6700lm - Ra 1a

acc. 119  spike
black 991335

Fibreglass nylon. For installation of Elfo 
into the ground. 

acc. 189  coloured filter
blu 995749
red 995750
green 995751
yellow 995752

We recommend use with art. 1525. 

acc. 187  shutter
black 995747

Made of powder-coated steel. To direct 
the light beam.

acc. 186  conveyor
black 995746

Made of steel. Used for conveying the 
light beam in a single direction.

acc. 190  louvre
black 995753

Made of steel. To reduce glare effects and 
direct the light beam.

acc. 116  corner support
black 991332

In fibreglass nylon. To install Elfo on a 
corner.

Housing:  die-cast aluminium with 
cooling fins.

Reflector:  anodised and polished 
turned aluminium.

Diffuser:  tempered glass 4 mm 
thermal shock and impact resistant

Coating:   in several stages. First 
stage: epoxy cationic electrocoa-
ting, resistant to corrosive and sali-
ne environments. Second stage: 
UV stabilising priming; final stage: 
a rough finish with frosted silver or 
graphite grey paint.

Electric gear:  230V power supply 
with heat protection. Wire termina-
ted with admiralty brass clamps, 
silicone insulation with fibreglass 
braid; cross section: 1 sqmm. 2P 
terminal block (maximum allowed 
lead cross section 2.5 sqmm.) 

Equipment:  silicone rubber gasket. 
Fibreglass nylon cable gland, Ø1/2 
gas.
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acc. 120  pole-mounted support
black 991336

Fibreglass nylon. For installation of 
Elfo on any Ø 60 pole in any position. 
To be used with acc 188.

acc. 188  plate
black 995748

Made of steel. To be used with acc. 120 
for pole installation.

Elfo

1524 Elfo - wide beam
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm -Cd - Ra

HCI-T 35 s. silver 2.60 431920-00
3100K - 3300lm - Ra 1b

HCI-T 35 graphite 2.60 431922-00
HCI-T 70 s. silver 2.60 431921-00

4200K - 6700lm - Ra 1a
HCI-T 70 graphite 2.60 431923-00
CDM-R111 35W s. silver 2.60 431924-00

3000K - 8500cd - Ra 1b (24°)
CDM-R111 35W graphite 2.60 431925-00

Reflector:  anodised and polished 
turned aluminium

1525 Elfo - narrow beam
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

HCI-T 35 s. silver 3.60 432020-00
3000K - 3100lm - Ra 1b

HCI-T 35 graphite 3.60 432022-00
HCI-T 70 s. silver 3.60 432021-00

4200K - 6700lm - Ra 1a
HCI-T 70 graphite 3.60 432023-00

Reflector:  anodised and polished 
turned aluminium. Supplied with 
anti-glare deflector.
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Housing:  die-cast aluminium with 
cooling fins.

Diffuser:  tempered glass 4 mm 
thermal shock and impact resi-
stant.

Coating:   in several stages. First 
stage: epoxy cationic electrocoa-
ting, resistant to corrosive and sali-
ne environments. Second stage: 
UV stabilising priming; final stage: 
a rough finish with frosted silver or 
graphite grey paint.

Electric gear:  230V power supply 
with heat protection. Wire termina-
ted with admiralty brass clamps, 
silicone insulation with fibreglass 
braid; cross section: 1 sqmm. 2P 
terminal block (maximum allowed 
lead cross section 2.5 sqmm.) 

Orione Fountain - Messina (Italy) Warszawa Cathedral - Poland

Bradford - Englad

acc. 119  spike
black 991335

Fibreglass nylon. For installation of Elfo 
into the ground. 

acc. 192  conveyor
black 995755

Made of steel. Used for conveying the 
light beam in a single direction.

acc. 193  shutter
black 995756

Made of powder-coated steel. To provide 
light control.

acc. 195  louvre
black 995761

Made of steel. To reduce glare to reduce 
glare and improve light control.

acc. 120  pole-mounted support
black 991336

Fibreglass nylon. For installation of Elfo 
on any Ø 60 pole in any position. To be 
used with acc 188.

acc. 188  plate
black 995748

Made of steel. To be used with acc. 120 
for pole installation.

acc. 194  colour filter
blue 995757
red 995758
green 995759
yellow 995760
We recommend use with art. 1528. 

On request special paint �nish

Montecarlo - Principality of Monaco
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1527 Elfo - wide beam
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

HCI-T 150 s. silver 3.60 432920-00
4200K - 14500lm - Ra 1a

HCI-T 150 graphite 3.60 432922-00

HCI-T 150 s. silver 3.60 432920-38
3000K - 15500lm - Ra 1b

HCI-T 150 graphite 3.60 432922-38

1528 Elfo - narrow beam
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

HCI-T 150 s. silver 3.60 433020-00
4200K - 14500lm - Ra 1a

HCI-T 150 graphite 3.60 433022-00
HCI-T 150 s. silver 3.60 433020-38

3000K - 15500lm - Ra 1b
HCI-T 150 graphite 3.60 433022-38

Reflector:  anodised and polished 
turned aluminium.

Reflector:  anodised and polished 
turned aluminium.
Supplied with anti-glare louvre.

RE
SI

DE
NT

IA
L

AM
EN

IT
IE

S



480

90�¯

360�¯

IP65IK08 FEN
EC

107 ø114

ø127

62

10
7 ø114

110

ø127

IP65IK08 FEN
EC

90�¯

360�¯

LED

ALO

GY6.35

1536 - ALO 50 DICR

GU5.3

�¯

�¯
95�¯

85�¯
75�¯

55�¯

45�¯

35�¯

�¯
95�¯

85�¯
75�¯

55�¯

45�¯

35�¯
25�¯ 15�¯ 25�¯5�¯ 5�¯ 15�¯

cd/Klm

735
65�¯65�¯

245

�¯

1225

1715

2205

2695

3185

AR70

Ba15d

ALO

GU10

1537 - ALO 50/230V

Koala

1536 Koala
CTL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

ALO-IRC 50 m. silver 2.00 431810-00 3000K - 1250lm - Ra 1a

DICR 50 m. silver 2.00 431811-00 3000K - 1500cd - 38° - Ra 1a

AR 70/50 m. silver 2.00 431812-00 3000K - 12500cd - 8° - Ra 1a

Supplied with lamp and toroidal transformer. Lamps ALO-IRC: power saving lamps provide a luminous efficiency  3 3%. 
Duration (4000 hours) and better performance.
50W = 35W IRC - 75W = 50W IRC

1537 Koala - 230 V
S+L Lamps

wattage colour weight code

ALO 50 m. silver 1.50 431815-00 24°

Supplied with 230V lamp; mains voltage operated without transformer.

Housing/frame:  in die-cast alumi-
nium with wide cooling fins for heat 
dissipation.

Base:  in vandal resistant fibreglass 
nylon.

Diffuser:  silk-screen printed, tem-
pered.

Coating:  in several stages. First 
stage: epoxy cationic electrocoa-
ting,  resistant to corrosive and sali-
ne environments. Second stage: 
UV-stabilising primer, and final 
stage rough finish with metallic 
silver acrylic coating.

Electric gear:  12V power supply.

Equipment:  cable gland, Ø 1/
2 gas 

thread.
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1220 Dafne
S Lamps

wattage colour weight code

PAR 38 black 0.30 431801-00 Use lamp PAR 38 da 80W o 120W only.

Supplied with 230V lamp; mains voltage operated without transformer.

Housing/frame:  in fibreglass and 
self-extinguishing nylon.

Equipment: Supplied with base 
and ground-sinking spike. Standard 
supply includes 2 cable glands.

Accessories: possibility of installa-
tion on acc. 116/118/120/121.

acc. 114  conveyor
m. silver 991330

In aluminium. To direct the light beam 
in one direction. Only for art. Koala.

acc. 115  pole cap
black 991331

In fiber glass nylon. To apply to Ø60 
mm pole (acc. 50). End cap for the 
pole top.

acc. 116  corner support
black 991332

In fibreglass nylon. To install Koala/
Dafne on a corner.

acc. 118  clamp
black 991334

In fiber glass nylon. Enables Koala/Dafne 
to be installed on different surfaces 
without the need to fix it definitively. 
Clamp opening between 20mm (min) 
and 60mm (max).

acc. 119  spike
black 991335

In fiber glass nylon.
For planting Koala into the ground.

acc. 120  pole support
black 991336

In fibreglass nylon. To apply Koala/Dafne 
on any Ø 60 pole in any position.
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Simulation

Version with HCI lamp   
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Fonte

Housing: in fibreglass nylon, UV 
stabilized.  

Front frame: in die-cast aluminium. 

Diffuser: in 4 mm thick tempered 
glass, resistant to impact and ther-
mal shock. 

Coating: in several stages. Stage 
one: epoxy cationic electrocoating, 
resistant to corrosion and saline 
environments. Stage two: UV sta-
bilising priming and silver acrylic 
coating.

Electric gear: 230V/50Hz power 
supply.

Equipment: electric gear on remo-
vable tray for easy maintenance. 

Simulation

Version with FLC lamp



484

1
FLC-D

G24d-3

1630 - HCI-T 35 HCI-T

G12

POW
E

R
B

A

LLTEC
N

O
L

O

GY

20

60

100

140

180

220

260

+
-

IP65IK06 F

115

27
9

266 166

32
0

262

31
6

ne
w

262x316

IP65IK06 F

105

27
9

266 146

32
0

B2

1
FLC-D

G24d-3

1633 - HCI-T 35 HCI-T

G12

POW
E

R
B

A

LLTEC
N

O
L

O

GY

20

60

100

140

180

220

260

+
-

ne
w

B2

Fonte

1630 Fonte - recessed wall version
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FLC 1x26D s. silver 3.20 431700-00 4000K - 1800lm - Ra 1b
HCI-T 1x35 s. silver 3.70 431701-00 3100K - 3400lm - Ra 1b

Housing: in fibreglass nylon, UV 
stabilized.  

Front frame: in die-cast aluminium. 

Housing: in fibreglass nylon, UV 
stabilized.  

Front frame: in die-cast aluminium. 

1633 Fonte - wall version
CNRL CELL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

FLC 1x26D s. silver 3.50 431732-00 4000K - 1800lm - Ra 1b
HCI-T 1x35 s. silver 3.20 431731-00 3100K - 3400lm - Ra 1b

Recessed sequence installation
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1631 Fonte - single-lamp column 
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FLC 1x26D s. silver 9.00 431710-00 4000K - 1800lm - Ra 1b
HCI-T 1x35 s. silver 9.50 431711-00 3100K - 3400lm - Ra 1b

1632 Fonte - two-lamp column
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FLC 2x26D s. silver 12.50 431720-00 4000K - 1800lm - Ra 1b
HCI-T 2x35 s. silver 13.40 431721-00 3100K - 3400lm - Ra 1b
Single ignition.

Column: in galvanized steel with 
fibreglass nylon cover and sandbla-
sted silver coating.

Column: in galvanized steel with 
fibreglass nylon cover and sandbla-
sted silver coating.
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Housing/frame: Made of die-cast 
aluminium.

Reflector: asymmetric version in 
99.85 aluminium natural polished. 
In bright polished wide beam 99.90 
aluminium version.

Diffuser:  tempered 4mm thick glass, 
resistant to impact and thermal shock 
(test UNI EN 12150-1: 2001).

Coating: in several stages: epoxy 
cationic electrocoating; second 
coat of rough finish stage with fro-
sted silver and grap. acrylic paint.

Electric gear:  230V-50Hz power 
supply with heat protection. Flexible 
wire terminated with quick-connect 
admiralty brass clamps; silicone 
insulation; cross-section: 1 sqmm 
. 2P nylon terminal block (maxi-
mum allowed lead cross-section: 
2.5 sqmm). 

Equipment:  during maintenance 
the frame stays attached on hinges 
against accidental opening.

LED mutanti version: see chap-
ter LED and mutanti.

1793 Musa - wide beam with column
CNRL CELL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

CDO-TT 70 sil. + grap. 12.30 423531-00 2800K - 6400lm - Ra 1b

FLC 1x26 D sil. + grap. 11.00 423532-00 4000K - 1800lm - Ra 1b

FLC1x42 T/E sil. + grap. 11.00 423533-00 4000K - 3200lm - Ra 1b

Supplied with extruded aluminium column and die-cast aluminium base and three log bolts for fixing it into the ground.

1792 Musa - asymmetric with column
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

JM-TS 70 sil. + grap. 12.30 423511-00 4000K - 5700lm - 76 lm/W - Ra 1b

Supplied with extruded aluminium column and die-cast aluminium base and three log bolts for fixing it into the ground. 

ASYMM.
50°
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1790 Musa - asymmetric
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

SAP-TS 70 sil. + grap. 6.50 423310-00 2000K - 6800lm - Ra 4
SAP-TS 150 sil. + grap. 7.35 423311-00 2000K - 15000lm - Ra 4
JM-TS 70 sil. + grap. 6.50 423312-00 4000K - 5700lm - Ra 1b
JM-TS 150 sil. + grap. 7.35 423313-00 4200K - 12000lm - Ra 1b

1791 Musa - bicycle pathways
CNRL CELL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

SAP-T 70 sil. + grap. 6.50 423410-00 2000K - 6000lm - Ra 4
CDO-TT 70 sil. + grap. 6.50 423411-00 2800K - 6400lm - Ra 1b
JM-T 150 sil. + grap. 7.35 423412-00 4000K - 14000lm - Ra 1b1a
FLC 1x42T/E sil. + grap. 5.50 423413-00 4000K - 3200lm - Ra 1b
Use acc. 364 for single lamp pole installation or acc. 365 for the two lamp version. Please refer to the chapter on poles for 
the selection of poles.

1795 Musa - wide beam
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FLC 1x26 D sil. + grap. 6.00 423420-00 4000 K - 1800 lm - Ra 1b

Reflector: asymmetric version in 
99.85 aluminium natural polished. 
In polished wide beam 99.90 alumi-
nium version.
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Musa composition examples

Example of project with  1 art. 1790 - 
JM-TS 150. Area 30x20 m; h=5 m

Example of project with  2 art. 1790 - 
JM-TS 150. Area 30x20 m; h=5 m

acc. 365 double pole connector
graphite 998022

In die-cast aluminium. For installation on a dia. 60 
lighting pole in the two-lamp version.

acc. 364 single pole connector
graphite 998020

In die-cast aluminium.  For installation on a dia. 60 
lighting pole in the single lamp version.

acc. 366 wall connection 
graphite 998024

In die-cast aluminium. for wall mounting.

ES. a10 - 1 Musa
Components: 
1 Musa
1 pole to be selected between acc. 1408/9*
1 pole connector acc. 364 998020

* Pole height can be specified as desired.

ES. a12 - 2 Musa
Components: 
2 Musa
1 pole to be selected between acc. 1408/9*
1 pole connector acc. 365 998022

* Pole height can be specified as desired.
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Musa composition examples

Example of project with 1 art. 1791
- SAP-T 70. Area 30x20 m; h=5 m

ES. ac41 - 1 Musa with conical pole
Components: 
1 1791 Musa
1 pole to be selected between acc. 1480/81*
1 pole attachment acc.364 998020

* Pole height can be specified as desired.

Example of project with 2 art. 1790 - 
JM-TS 150. Area 30x20 m; h=5 m

ES. ac42 - 2 Musa with conical pole
Components: 
2 Musa
1 pole to be selected between acc. 1480/81*
1 double pole attachment acc.365 998022

* Pole height can be specified as desired.

ES. c10 - 1 Musa wall version
Components: 
1 1790 Musa
1 wall connector acc. 366 998024

Indirect lighting is recommended for indoor use only.

ES. ac41 
Components:
1 1792 Musa
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Totem

Housing:  made of die-cast alumi-
nium, rotating on two pins, adju-
stable using a screw placed on a 
scaled spacer.

Base:  made of die-cast aluminium.

Columns:  Made of natural anodi-
sed extruded aluminium.

Reflector:  made of hammered, 
anodised and polished aluminium 
99.85, or turned polished alumi-
nium.

Diffuser:  tempered glass, resistant 
to impact and thermal shock.

Coating:  in several stages. First 
stage: epoxy cationic electrocoa-
ting, resistant to corrosive and sali-
ne environments. Second stage: UV 
stabilising priming; final stage a 
rough finish with graphite acrylic 
paint (it has passed the UNI ISO 
9227 1000 hr test). 

Electric gear:  230V-50Hz power 
supply with heat protection.

For Powerled triple optic 
RGB Totem version, see 
chapter LED and Mutanti

1738 Totem 3 - with base
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

JM-TS 70 sil. + grap. 9.00 511311-00 4000K - 5700lm - Ra 1b
FLC 2x26D sil. + grap. 9.00 511312-00 4000K - 1800  lm - Ra 1b

Reflector:  made of hammered, 
anodised and polished aluminium 
99.85, or turned polished alumi-
nium.

Diffuser:  tempered matt glass, resi-
stant to impact and thermal shock.

acc. 173  sign
clear 991368

Made of Plexiglas; illuminated when the 
lamp is on. Inscriptions on request.

Adjustable �oodlight.
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Totem

1736 Totem 1 - one-lamp, to be buried in the ground
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

SAP-TS 70 sil. + grap. 18.00 511210-00 2000K - 6800lm - Ra 4
JM-TS 70 sil. + grap. 18.00 511211-00 4000K - 5700lm - Ra 1b
HCI-TS 70 sil. + grap. 18.00 511212-00 4200K - 6700lm - Ra 1a

1737 Totem 2 - two-lamp, to be buried in the ground
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

SAP-TS 70+ JM-T 70 sil. + grap. 20.00 511220-00 2000K - 6800lm - Ra 4

JM-TS 70+ JM-T 70 sil. + grap. 20.00 511221-00 4000K - 5700lm - Ra 1b

HCI-TS 70+ JM-T 70 sil. + grap. 20.00 511222-00 4200K - 6700lm - Ra 1a

lampada JM-T 70: 4200 K - 5800 lm
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1237 Faro - high version
CNR CNRL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

MBF 80 s. silver 7.10 510047-00
SAP-E 70 s. silver 7.10 510050-00
FLC 2x18L s. silver 6.30 510048-00 3000K - 1200lm - Ra 1b

Flange to be embedded 
in the ground with power 
cable passing through 
the lower part. Support 
in die-cast aluminium for 
wall mounting. Electric 
gear on removable tray 
for easy maintenance.

Housing:  in extruded aluminium, 
cylindrical section.

Cap:  made of die-cast aluminium.

Painting:  in several stages. First 
stage: epoxy cationic electrocoa-
ting, resistant to corrosive and sali-
ne environments. Second stage: 
UV-stabilising primer, and final 
stage rough finish with graphite 
acrylic coating(it has passed the 
UNI ISO 9227 1000 hr test).

Electric gear:  230V/50 Hz power 
supply. Hard wire 0.50 sqmm cross-
section (FLC) and PVC-HT sheath, 
or silicone wire terminated with quick 
connect clamps in admiralty brass, 
with fibreglass braid, 1.0 sqmm 
cross-section. 2P+T terminal block 
with maximum allowed lead cross-
section of 4 sqmm.

Standard supply:  with steel flange 
to be embedded in the ground. 
Version with aluminium louvre.

SAP-E 70:  supplied with lamps with 
built-in igniter.

Diffuser:  In polycarbonate, clear 
vandal resistant and V2 self-extin-
guishing, UV-stabilised. 

Louvre: LIGHT POLLUTION 
PREVENTING SYSTEM with black 
colour louvre.

Massa Carrara - Italy Cernusco sul Naviglio - Milan (Italy)
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1230 Faro - high version
S CNR CNRL Lamps (Ta=25°C)

wattage colour weight code weight code weight code Kelvin - ølm - Ra

MAX 75 graphite 6.00 510003-00
MBF 80 graphite 7.10 510037-00
SAP-E 70 graphite 7.10 510038-00
MBF 80 s. silver 7.10 510040-00
SAP-E 70 s. silver 7.10 510041-00
FLC 2x18L graphite 6.30 510039-00

3000K - 1200lm - Ra 1b
FLC 2x18L s. silver 6.30 510036-00

1232 Faro - short version
S CNR CNRL Lamps (Ta=25°C)

wattage colour weight code weight code weight code Kelvin - ølm - Ra

MAX 75 graphite 3.05 510203-00
MBF 80 graphite 4.15 510237-00
SAP-E 70 graphite 4.15 510238-00 
FLC 2x18L graphite 4.80 510239-00 3000K - 1200lm - Ra 1b

1231 Faro - high version
S CNR CNRL Lamps (Ta=25°C)

wattage colour weight code weight code weight code Kelvin - ølm - Ra

MAX 75 graphite 5.60 510103-00
MBF 80 graphite 6.70 510137-00
FLC 2x18L graphite 5.70 510139-00 3000K - 1200lm - Ra 1b

1233 Faro - short version
S CNR CNRL Lamps (Ta=25°C)

wattage colour weight code weight code weight code Kelvin - ølm - Ra

MAX 75 graphite 2.65 510303-00
MBF 80 graphite 3.75 510337-00
FLC 2x18L graphite 4.20 510339-00 3000K - 1200lm - Ra 1b

Diffuser:  In polycarbonate, or clear 
vandal resistant and V2 self-extin-
guishing, UV-stabilised. 

Louvre: in matt aluminium.

Diffuser:  In polycarbonate, opal 
vandal resistant and V2 self-extin-
guishing, UV-stabilised. 
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Faro - wall version

1234 Faro - wall version
S CNR CNRL Lamps (Ta=25°C)

wattage colour weight code weight code weight code Kelvin - ølm - Ra

MAX 75 graphite 3.10 510403-00
MBF 80 graphite 4.20 510437-00
SAP-E 70 graphite 4.20 510439-00
FLC 2x18L graphite 4.20 510401-00 3000K - 1200lm - Ra 1b

1235 Faro - wall version
S CNR CNRL Lamps (Ta=25°C)

wattage colour weight code weight code weight code Kelvin - ølm - Ra

MAX 75 graphite 2.70 510503-00
MBF 80 graphite 3.80 510537-00
FLC 2x18L graphite 3.60 510539-00 3000K - 1200lm

Diffuser :  in polycarbonate, clear 
vandal resistant and V2 self-extin-
guishing, UV-stabilised. 

Louvre: in matt aluminium.

Diffuser :  in polycarbonate, opal 
vandal resistant and V2 self-extin-
guishing, UV-stabilised. 
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Faro 2

1530 Faro2 scored diffuser - high version
CNL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FLC 2x9S graphite 2.95 510053-00 4000 K - 600 lm - Ra 1b

1532 Faro2 scored diffuser - short version
CNL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FLC 2x9S graphite 2.24 510253-00 4000K - 600lm - Ra 1b

Housing:  In extruded aluminium, 
cylindrical section.

Cap:  in die-cast aluminium.

Diffuser :  in polycarbonate, clear 
frosted vandal resistant and V2 self-
extinguishing, UV-stabilised. 

Painting:  In several stages. First 
stage: epoxy cationic electrocoa-
ting, resistant to corrosive and sali-
ne environments. Second stage: 
UV-stabilising primer, and final 
stage rough finish with graphite 
acrylic coating(it has passed the 
UNI ISO 9227 1000 hr test).

Electric gear:  230V/50 Hz power 
supply. Hard wire 0.50 sqmm cross-
section. 2P+T terminal block with 
maximum allowed lead cross-sec-
tion of 4 sqmm.-

Standard supply:  With steel flange 
to be embedded in the ground. 

1534 Faro2 scored diffuser - wall version
CNL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FLC 2x9S graphite 1.39 510453-00 4000K - 600lm - Ra 1b

acc. 78  ring
red 985021
green 985022
yellow 985023
white 985024

In coloured plexiglass.
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Housing:  in extruded aluminium, 
cylindrical section.
Louvre:  light pollution preventing 
system aluminium.
Cap:  die-cast aluminium.
Diffuser:  in polycarbonate, clear 
vandal resistant and V2 self-extin-
guishing, UV-stabilised.
Coating:  in several stages. First 
stage: epoxy cationic electrocoa-
ting, resistant to corrosive and sali-
ne environments. Second stage: 
UV-stabilising primer, and final 
stage rough finish with graphite 
acrylic coating (it has passed the 
UNI ISO 9227 1000 hr test).
Standard supply:  With steel flange 
to be embedded in the ground. 
Electric gear:  230V/50 Hz power 
supply. Hard wire 0.50 sqmm cross-
section. 2P+T terminal block with 
maximum allowed lead cross-section 
of 4 sqmm.

1730 Faro 3 - high version
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FLC 1x26T graphite 6.30 510020-00 4000K - 1800lm - Ra 1b
SAP-T 70 graphite 7.10 510021-00 2000K - 6000lm - Ra 4
JM-E 70 graphite 7.10 510022-00 3700K - 5300lm 

1731 Faro 3 - short version
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FLC 1x26T graphite 4.30 510010-00 4000K - 1800lm - Ra 1
SAP-T 70 graphite 4.80 510011-00 2000K - 6000lm - Ra 4
JM-E 70 graphite 4.80 510012-00 3700K - 5300lm 

1734 Faro 3 - wall version
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FLC 1x26T graphite 4.20 510110-00 4000K - 1800lm - Ra 1b
SAP-T 70 graphite 4.20 510111-00 2000K - 6000lm - Ra 4
JM-E 70 graphite 4.20 510112-00 3200K - 4700lm 

Louvre:  light pollution preventing 
system aluminium.
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1732 Faro 4 - high version
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FLC 1x26T graphite 6.30 511020-00 4000K - 1800lm - Ra 1b
SAP-T 70 graphite 7.10 511021-00 2000K - 6000lm - Ra 4
JM-E 70 graphite 7.10 511022-00 3700K - 5300lm 

1733 Faro 4 - short version
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FLC 1x26T graphite 4.30 511010-00 4000 K - 1800 lm - Ra 1b
SAP-T 70 graphite 4.80 511011-00 2000 K - 6000 lm - Ra 4
JM-E 70 graphite 4.80 511012-00 3700 K - 5300 lm 

1735 Faro 4 - wall version
CNRL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FLC 1x26T graphite 4.20 511110-00 4000K - 1800lm - Ra 1b
SAP-T 70 graphite 4.20 511111-00 2000K - 6000 m - Ra 4
JM-E 70 graphite 4.20 511112-00 3200K - 4700lm 

Housing:  in extruded aluminium, 
cylindrical section.
Louvre:  light pollution preventing 
system aluminium.
Cap:  die-cast aluminium.
Diffuser:  in polycarbonate, clear 
vandal resistant and V2 self-extin-
guishing, UV-stabilised.
Coating:  in several stages. First 
stage: epoxy cationic electrocoa-
ting, resistant to corrosive and sali-
ne environments. Second stage: 
UV-stabilising primer, and final 
stage rough finish with graphite 
acrylic coating (it has passed the 
UNI ISO 9227 1000 hr test).
Standard supply:  With steel flange 
to be embedded in the ground. 
Electric gear:  230V/50 Hz power 
supply. Hard wire 0.50 sqmm cross-
section. 2P+T terminal block with 
maximum allowed lead cross-section 
of 4 sqmm.

Louvre:  light pollution preventing 
system aluminium.
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Sicura wall recessed and trafficable

1725 Sicura - asymmetric recessed
CELL Lamps (Ta=25°C)

wattage colour weight code Kelvin - ølm - Ra

FL 1x24 graphite 3.40 414320-00 4000K - 1750lm - Ra 1b
FL 1x39 graphite 4.50 414321-00 4000K - 3100lm - Ra 1b
FL 1x49 graphite 7.00 414322-00 4000K - 4300lm - Ra 1b
FL 1x54 graphite 5.80 414323-00 4000K - 4450lm - Ra 1b

To install only wall mounting or trafficable.

Reflector: asymmetrical in high-
gloss anodised aluminium.

Diffuser: 4 mm thick matt and tem-
pered glass.

CONSUMP.:
CELL A2

Example of wall recessed mounting

Housing/frame: made of extruded 
aluminium and die-cast aluminium 
end caps with graphite aluminium 
frame.

Housing 1740/41:  made of extru-
ded aluminium and die-cast alu-
minium end caps. Stainless steel 
version with AISI 316L steel frame.

Coating: With graphite grey polye-
ster powder, resistant to corrosive 
and saline environments.

Electric gear: 230-240V 50/60 Hz 
power supply with electronic bal-
last. 

Equipment: Snap-lock optic unit 
secured with safety screws.

Standard supply: in steel outer 
shell.
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Sicura wall recessed and trafficable

1740 Sicura stainless steel - trafficable symmetric  recessed
CELL temperature and load

wattage colour weight code
T. max on glass

max load kg walked traf�cable
ta 25° ta15°

FL 1x24 stainless steel 3.40 414250-00 55°C 45°C 2000 OK OK
FL 1x39 stainless steel 4.50 414251-00 55°C 45°C 2000 OK OK

In stainless steel AISI 316L frame.
FL 1x24: 4000K - 1750lm - Ra 1b, FL 1x39: 4000K - 3100lm - Ra 1b

Reflector: asymmetrical in high-
gloss anodised aluminium.

Diffuser:  12 mm thick matt and 
tempered glass, resistant to impact 
and thermal shock and max load 
2000 kg.

Reflector: symmetrical in high-
gloss anodised aluminium.

Diffuser:  12 mm thick matt and 
tempered glass, resistant to impact 
and thermal shock and max load 
2000 kg.

1741 Sicura stainless steel - trafficable asymmetri c recessed
CELL temperature and load

wattage colour weight code
T. max on glass

max load kg walked traf�cable
ta 25° ta 15°

FL 1x24 stainless steel 3.40 414350-00 55°C 45°C 2000 OK OK
FL 1x39 stainless steel 4.50 414351-00 50°C 45°C 2000 OK OK

In stainless steel AISI 316L frame.
FL 1x24: 4000K - 1750lm - Ra 1b, FL 1x39: 4000K - 3100lm - Ra 1b

Gravel bed 
for water-
drainage

Gravel bed 
for water-
drainage

CONSUMP.:
CELL A2

CONSUMP.:
CELL A2

Example of mounting in 
continuous line 

Example of mounting in 
continuous line 
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Wall - flat glass

1611 Wall - with flat glass
S CNRL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

INC 40 / FLC 15EL graphite 2.00 530622-00
FLC 2x9S graphite 2.50 530623-00 4000K - 565lm - Ra 1b
INC 40/FLC 15EL version, Class I

Housing:  in vandal resistant and 
V2 self-extinguishing polycarbona-
te, UV-stabilised, anti-yellowing.

Coating:  in several stages. First 
stage: epoxy cationic electrocoa-
ting,  resistant to corrosive and 
saline environments. Second stage: 
UV-stabiliser priming, and final 
stage rough finish with graphite 
acrylic coating.

Electric gear:  230V/50 Hz power 
supply.

Standard supply:  standard recess 
box. Removable electric gear tray. 
Rubber cable gland.

Equipment:  rubber gasket. 
Removable electric gear tray.

Frame:  in die-cast aluminium.

Reflector: INC/FLC version in high-
gloss aluminium; FLC2x95 version 
in white polycarbonate.

Diffuser: tempered glass.

Recessed mounting box, 
fitted for input of power 
supply  tube on the 
bottom or from the sides, 
with references for proper 
positioning.

CONSUMP.:
9S = B2

Athens, olympic city - Greece



501

INC/FLC

E27

FLC-S

G23

1616 - FLC 2x9S
�¯

�¯
95�¯

85�¯
75�¯

55�¯

45�¯

35�¯

�¯
95�¯

85�¯
75�¯

55�¯

45�¯

35�¯
25�¯ 15�¯ 25�¯5�¯ 5�¯ 15�¯

cd/Klm

45

75

105

135

165

65�¯65�¯

195

15

�¯

INC/FLC

E27

FLC-S

G23

1615 - FLC 2x9S
�¯

105�¯
95�¯

85�¯
75�¯

55�¯

45�¯

35�¯

105�¯
95�¯

85�¯
75�¯

55�¯

45�¯

35�¯
25�¯ 15�¯ 25�¯5�¯ 5�¯ 15�¯

cd/Klm

45

75

105

135

165

65�¯65�¯

195

15

�¯

ø 276

116

ø
 2

52

167

ø 276

116

167

ø
 2

52

IP65IK08EN
EC F

IP65IK08EN
EC F SSS

+
-

SSS

+
-

Wall - convex glass

1616 Wall - with convex glass, stainless steel frame
S CNRL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

INC 40 / FLC 15EL graphite 2.50 530680-00
FLC 2x9S graphite 2.90 530681-00 4000K - 565lm - Ra 1b
Ideal for ceiling mounting. Resistant to humid and salty environments.
INC 40/FLC 15EL version, Class I

1615 Wall - with convex glass
S CNRL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

INC 40 / FLC 15EL graphite 2.50 530662-00
FLC 2x9S graphite 2.90 530663-00 4000K - 565lm - Ra 1b
INC 40/FLC 15EL version, Class I

Frame:  in stainless steel.

Reflector: INC/FLC version in high-
gloss aluminium; FLC2x95 version 
in white polycarbonate.

Diffuser: impact-resistant hemi-
spherical glass

Frame:  in die-cast aluminium.

Reflector: INC/FLC version in high-
gloss aluminium; FLC2x95 version 
in white polycarbonate.

Diffuser: impact-resistant hemi-
spherical glass
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CONSUMP.:
9S = B2

CONSUMP.:
9S = B2
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Wall - with hemispherical glass

1612 Wall - radial louvre frame
S CNRL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

INC 40 / FLC 15EL graphite 3.00 530635-00
FLC 2x9S graphite 3.50 530636-00 4000K - 565lm - Ra 1b
INC 40/FLC 15EL version, Class I

Frame:  in die-cast aluminium.

Reflector: INC/FLC version in high-
gloss aluminium; FLC2x95 version 
in white polycarbonate.

Diffuser: impact-resistant hemi-
spherical glass

Frame:  in die-cast aluminium.

Reflector: INC/FLC version in high-
gloss aluminium; FLC2x95 version 
in white polycarbonate.

Diffuser: impact-resistant hemi-
spherical glass

1613 Wall - with frame for localized light
S CNRL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

INC 40 / FLC 15EL graphite 3.00 530643-00
FLC 2x9S graphite 3.50 530644-00 4000K - 565lm - Ra 1b
INC 40/FLC 15EL version, Class I

CONSUMP:
9S = B2

CONSUMP:
9S = B2

1624 Wall - radial louvre frame with one side closed
S CNRL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

INC 40 / FLC 15EL graphite 3.00 530624-00
FLC 2x9S graphite 3.00 530625-00 4000K - 565lm - Ra 1b
INC 40/FLC 15EL version, Class I
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Wall - with louvre

Frame:  in die-cast aluminium.

Reflector: INC/FLC version in high-
gloss aluminium; FLC2x95 version 
in white polycarbonate.

Diffuser :  in polycarbonate, vandal 
resistant and V2 self-extinguishing, 
UV-stabilised. 

Frame:  in die-cast aluminium.
Reflector: INC/FLC version in high-
gloss aluminium; FLC2x95 version 
in white polycarbonate.
Diffuser :  in polycarbonate, vandal 
resistant and V2 self-extinguishing, 
UV-stabilised. 

1610 Wall - with louvre
S CNRL Lamps (Ta=25°C)

wattage colour
wei-
ght

code
wei-
ght

code Kelvin - ølm - Ra

INC 40 / FLC 15EL graphite 2.80 530612-00
FLC 2x9S graphite 3.20 530613-00 4000K - 565lm - Ra 1b
INC 40/FLC 15EL version, Class I

1614 Wall - with eyelid screen
S CNRL coloured Lamps Lamps

wattage colour weight code weight code weight code
INC 40/FLC 15EL graphite 2.50 530652-00
FLC 2x9S graphite 3.00 530653-00
FLC 2x9S graphite 3.00 530653-96 blue
FLC 2x9S graphite 3.00 530653-97 green
FLC 2x9S graphite 3.00 530653-98 magenta

INC 40/FLC 15EL version, Class I

CONSUMP:
9S = B2
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297
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7
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297x157

297x157

1606 Box 1
CNRL

wattage colour weight code

FLC 1x18L grey 1.50 431630-00

Lamps: 4000K - 1200lm - Ra 1b

Box 1

Housing:  rectangular in f.g. nylon, 
grey (RAL 7035), vandal resistant, 
UV-stabilised.

Frame:  in thermoplastic material 
(adapted for exteriors) UV stabili-
sed, RAL 7045 grey colour.

Diffuser:  vandal resistant, V2 self-
extinguishing polycarbonate.

Electric gear:  230V/50Hz power 
supply. Hard wire, 0.50 sqmm 
cross-section PVC-HT sheathing. 
2P terminal block with maximum 
allowed lead cross-section of 2.5 
sqmm.

Equipment:  rubber gasket. With 
polycarbonate gear tray.

Housing:  rectangular in f.g. nylon, 
grey (RAL 7035), vandal resistant, 
UV-stabilised.

Frame:  in thermoplastic material 
(adapted for exteriors) UV stabili-
sed, RAL 7045 grey colour.

Reflector:  in scored asymmetric 
aluminium.

Electric gear:  230V/50Hz power 
supply. Hard wire, 0.50 sqmm 
cross-section PVC-HT sheathing. 
2P terminal block with maximum 
allowed lead cross-section of 2.5 
sqmm.

Equipment:  rubber gasket. With 
polycarbonate gear tray.

1607 Box 1 - asymmetric eyelid diffuser
CNRL

wattage colour weight code

FLC 1x18L grey 1.70 431730-00

Lamps: 4000K - 1200lm - Ra 1b

CONSUMP.:
18 = B2

CONSUMP.:
18 = B2
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Box 1

Housing:  rectangular in f.g. nylon, 
grey (RAL 7035), vandal resistant.

Frame:  in stainless steel AISI 316.

Diffuser: tempered glass. 

Reflector:  in scored asymmetric 
aluminium.

Electric gear:  230V/50Hz power 
supply. Hard wire, 0.50 sqmm 
cross-section PVC-HT sheathing. 
2P terminal block with maximum 
allowed lead cross-section of 2.5 
sqmm.

Equipment:  rubber gasket. With 
polycarbonate gear tray.

Housing:  rectangular in f.g. nylon, 
grey (RAL 7035), vandal resistant, 
UV-stabilised.

Frame:  in thermoplastic material 
(adapted for exteriors) UV stabi-
lised, RAL 7045 grey colour with 
anti-glare louvre.

Electric gear:  230V/50Hz power 
supply. Hard wire, 0.50 sqmm 
cross-section PVC-HT sheathing. 
2P terminal block with maximum 
allowed lead cross-section of 2.5 
sqmm.

Equipment:  rubber gasket. With 
polycarbonate gear tray.

1608 Box 1 - with louvre
CNRL

wattage colour weight code

FLC 1x18L grey 1.90 431830-00

Lamps: 4000K - 1200lm - Ra 1b

1609 Box 1 - stainless steel frame
CNRL

wattage colour weight code

FLC 1x18L stainless steel 1.70 431765-00

In stainless steel AISI 316. Ideal for seaside areas.
Lamps: 4000K - 1200lm - Ra 1b

CONSUMP.:
18 = B2

CONSUMP.:
18 = B2
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Box 2

Housing:  square in f.g. nylon, grey 
(RAL 7035), vandal resistant, UV-
stabilised.

Frame:  in thermoplastic material 
(adapted for exteriors) UV stabili-
sed, RAL 7045 grey color.

Diffuser:  vandal resistant, V2 
self-extinguishing. UV-stabilised 
polycarbonate.

Electric gear:  230V/50Hz power 
supply. Hard wire, 0.50 sqmm 
cross-section PVC-HT sheathing. 
2P terminal block with maximum 
allowed lead cross-section of 2.5 
sqmm.

Equipment:  rubber gasket. With 
polycarbonate gear tray.

Housing:  square in f.g. nylon, grey 
(RAL 7035), vandal resistant, UV-
stabilised.

Frame:  in thermoplastic material 
(adapted for exteriors) UV stabili-
sed, RAL 7045 grey color.

Diffuser: in clear polycarbonate.

Reflector:  in scored asymmetric 
aluminium.

Electric gear:  230V/50Hz power 
supply. Hard wire, 0.50 sqmm 
cross-section PVC-HT sheathing. 
2P terminal block with maximum 
allowed lead cross-section of 2.5 
sqmm.

Equipment:  rubber gasket. With 
polycarbonate gear tray.

1626 - Box 2
S CNRL

wattage colour weight code weight code

MAX 40 grey 1.80 431640-00
FLC 1x18D grey 2.00 431642-00
FLC 2x13D grey 2.10 431643-00
Lamps: 4000K - 1200lm - Ra 1b

1627 Box 2 - asymmetric eyelid diffuser
CNRL

wattage colour weight code

FLC 1x18L grey 2.20 431742-00

Lamps: 4000K - 1200lm - Ra 1b

CONSUMP.:
18D = B1
13D = B2

CONSUMP.:
18D = B1
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Box 2

Housing:  square in f.g. nylon, grey 
(RAL 7035), vandal resistant, UV-
stabilised.

Frame:  in thermoplastic material 
(adapted for exteriors) UV stabi-
lised, RAL 7045 grey color. With 
anti-glare louvre.

Electric gear:  230V/50Hz power 
supply. Hard wire, 0.50 sqmm 
cross-section PVC-HT sheathing. 
2P terminal block with maximum 
allowed lead cross-section of 2.5 
sqmm.

Equipment:  rubber gasket. With 
polycarbonate gear tray.

Housing:  square in f.g. nylon, grey 
(RAL 7035), vandal resistant.

Frame:  in stainless steel AISI 316.

Diffuser: tempered glass. 

Reflector:  in scored asymmetric 
aluminium.

Electric gear:  230V/50Hz power 
supply. Hard wire, 0.50 sqmm 
cross-section PVC-HT sheathing. 
2P terminal block with maximum 
allowed lead cross-section of 2.5 
sqmm.

Equipment:  rubber gasket. With 
polycarbonate gear tray.

1628 Box 2 - with louvre
CNRL

wattage colour weight code

FLC 1x18D grey 2.20 431842-00
FLC 2x13D grey 2.30 431843-00

Lamps: FLC 1x18D = 4000K - 1200lm - Ra 1b

1625 Box 2 - stainless steel
CNRL

wattage colour weight code

FLC 1x26D inox 2.50 431761-00

In stainless steel AISI 316. Ideal for seaside areas.
Lamps: 4000K - 1200lm - Ra 1b

CONSUMP.:
18D = B1
13D = B2

CONSUMP.:
26D = B1
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1206 - FLC 2x7S MAX.

E14

IP54IK08EN
EC F

223

89

11
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215x110

Box

1206 Box
S CNL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

MAX 25 black 0.72 431001-00
FLC 1x7S black 0.97 431021-00 4000K - 400lm 

Ra 1bFLC 2x7S black 1.07 431022-00

Recommended for use with signs, self-adhesive directions or street numbers.
Self-adhesive pictograms available
EXIT cod. 995130

cod. 995132
WC cod. 995131

Residence Melendugno - Lecce (Italy) Housing: vandal resistant fibre-
glass nylon, UV-stabilised.

Frame: die-cast aluminium.

Diffuser:  in opal plexiglass.

Coating:  epoxy cationic electro-
coating, black (frame/grid), resi-
stant to corrosive and saline envi-
ronments, rough finish with acrylic 
coating (it has passed the UNI ISO 
9227 1000 hr test).

Electric gear:  230V/50Hz power 
supply. Hard wire, 0.50 sqmm 
cross section in silicone fibreglass 
braid. 2P terminal block with maxi-
mum allowed lead cross section of 
2.5 sqmm.

Equipment:  rubber gasket. With 
removable electric gear tray.
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215x110

Box

1207 Box
S CNL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

MAX 25 black 0.75 431501-00
FLC 1x7S black 1.00 431521-00 4000K - 400lm 

Ra 1bFLC 2x7S black 1.10 431522-00

1208 Box
S CNL Lamps (Ta=25°C)

wattage colour weight code weight code Kelvin - ølm - Ra

MAX 25 black 0.80 431601-00
FLC 1x7S black 1.00 431621-00 4000K - 400lm

Ra 1bFLC 2x7S black 1.10 431622-00

Standard supply:  grid with vertical 
louvres.

Standard supply:  grid with hori-
zontal louvres.
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Max 4 mm

12/24V
230V

acc. 179

m
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6

ø 122

ø 122 ± 0

ø122

Microfloor

Housing:  fibreglass nylon with  
stainless steel AISI 316 frame.

Diffuser: tempered glass, resistant 
to impact and thermal shock.

Reflector:  symmetric and asym-
metric version.

Electric gear:  12V-50Hz power 
supply with external transformer 
acc.179. 

Equipment:  silicone rubber.

acc 179  - electric gear CC-IP677
CT

wattage colour weight code

60 W black 2.00 997661-00 transformer for  max 3 fixtures
105 W black 2.00 997662-00 transformer for  max 6 fixtures

Nylon watertight box. Containing the electro-mechanic transformer and terminal block. 

acc. 201  - coloured glass
red 990108
blue 990109
green 990110

acc. 313  - outer shell
993925

To install Microfloor into the ground.

acc. 314  - frame
993926

To install Microfloor into walls

1648 Microfloor - asymmetric
S+L temperature and load

wattage colour weight code
T. max on glass max kg 

load
can be trod-

den on
trafficable

ta 25°C ta 15°C

ALO 20 inox 0.40 530750-00 95°C 85°C 2000 OK

ALO 20 (12V) low tension=320lm 

1649 Microfloor - symmetric
S+L temperature and load

wattage colour weight code
T. max on glass max kg 

load
can be trod-

den on
trafficable

ta 25°C ta 15°C

DICR 20 ALU inox 0.40 530760-00 100°C 90°C 2000 OK
ALO 20 inox 0.40 530761-00 95°C 85°C 2000 OK

ALO 20 (12V) low tension=320lm - DICR 20 ALU 36°=700 cd 
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1619 Mini - rectangular wall version
CTL Lamps

wattage colour weight code

ALO 20 m. silver 0.50 530673-00 ALO 20 low tension (12 V) - 320Cd

Version includes built-in transformer.

1618 Mini - wall version
S+L Lamps

wattage colour weight code

ALO 10 m. silver 0.10 530670-00 ALO 10 low tension (12 V) - 320Cd - 110lm
ALO 20 m. silver 0.10 530671-00 ALO 20 low tension (12 V) - 320Cd - 110lm

Separate transformer required.

Housing/frame:  in die-cast alu-
minium.

Diffuser:  in tempered glass, ther-
mal shock and impact resistant.

Coating:  in several stages. First 
stage: epoxy cationic electrocoa-
ting,  resistant to corrosive and sali-
ne environments. Second stage: 
UV-stabiliser priming, and final 
stage rough finish with metallic 
silver acrylic coating(it has passed 
the UNI ISO 9227 1000 hr test).

Electric gear:  12V/50Hz power 
supply with transformer.

Equipment:  silicone rubber.

Housing/frame:  in die-cast alu-
minium.

Diffuser:  in tempered glass, ther-
mal shock and impact resistant.

Coating:  in several stages. First 
stage: epoxy cationic electrocoa-
ting,  resistant to corrosive and sali-
ne environments. Second stage: 
UV-stabiliser priming, and final 
stage rough finish with metallic 
silver acrylic coating(it has passed 
the UNI ISO 9227 1000 hr test).

Electric gear:  12V/50Hz power 
supply with transformer.

Equipment:  silicone rubber and 
EPDM gasket.
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FLC-S

G23

1642 - FLC2x7S

L’ENERGIA CHE TI ASCOLTA.

Minifloor: ground level flush fixture

1642 Minifloor - fixed
CNRL temperature and load

wattage colour weight code
T. max on glass

Kg max load walked trafficable
ta 25°C ta 15°C

FLC 2x7S inox 2.50 530740-00 55°C 45°C 1000 OK
Supllied with lamps 7W-4000K energy saving.

Hotel Loutraki - Greece
Housing:  Fibreglass nylon.

Frame:  AISI 316L stainless steel.

Diffuser: Smooth, clear tempered 
glass protection, thickness 5 mm, 
resistant to thermal shock, impact, 
and load.

Electric gear:  230V power supply. 
Double insulation wire 1 sqmm. 2P 
terminal block (maximum allowed 
lead cross-section 4 sqmm.); fitted 
for continuous line connection.

Standard supply:  Standard supply 
includes recessed mounting box.

Equipment:  silicone rubber 
gasket. Removable gear tray for 
easy maintenance.  

The housing is designed to 
allow supply cable insertion 
in two points for continuo-
us line mounting. The wall 
structure should support 
a load of 1000kg without 
strain.

External enclosure for the 
recessed fixture.

LED and powerled version: see 
chapter LED and mutanti.

acc. 169  - coloured glass
red 990105
blue 990106
green 990107

Coloured tempered glass to replace the 
standard glass in art. 1642.
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1640 Minifloor - adjustable
S CTL CNRL temperature and load

wattage colour weight code weight code weight code
T. max on glass max kg

load
walked trafficable

ta 25°C ta 15°C

PAR 20/50W stainless steel 4.50 530720-00 85°C 75°C 2000 OK
AR 111/50W stainless steel 5.50 530721-00 100°C 90°C 2000 OK
ALO 50 stainless steel 5.50 530722-00 75°C 65°C 2000 OK OK
DICR 35 - IRC stainless steel 5.50 530723-00 70°C 60°C 2000 OK OK
CDM-R 111 35 stainless steel 5.50 530733-00 2000

The CTL version is complete of the ballast.
CDM-R 111 35: 3000K - 8500cd - 24°

1641 Minifloor - fixed
CNRL temperature and load

wattage colour weight code
T. max on glass

Kg max load walked trafficable
ta 25°C ta 15°C

CDM-T 35 stainless steel 5.80 530732-00 110°C 100°C 2000

Frame:  AISI 316L stainless steel. Reflector: anodised and polished aluminium.
CDM-T 35: 3000K - 3400lm - Ra 1b.

art. 1641 
with double 
glass of 
protection, 
for one 
greater resi-
stance and 
one better 
dissipation 
of the heat.

Diffuser: Double protection inclu-
des one smooth, clear tempered 
glass, thickness: 5 mm, and one 
pressed glass, thickness 8 mm, 
clear, resistant to thermal shock, 
impact, and load.

The fixture is composed of a luminaire and a cylindrical nylon outer case for 
recessed floor installation. The outer casing is fitted to let in the power supply pipe 
(hole Ø 40) in 2 places. The masonary must be able to support a load of 2000 kg 
without strain. As the bottom is open to allow for draining, a gravel bed should be 
prepared at the time of installation. The electric gear is inside the luminaire.

Minifloor: ground level flush fixture

Frame:  AISI 316L stainless steel.

Diffuser: smooth, clear tempered 
glass protection.
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Max 2000 kg4000 (1600-1-4-7, 1617, 1621)

Floor: ground level flush fixture

Simulation with FLC Simulation with JM-TS      



515515

0 - 24

Max 20 km/h

Floor: ground level flush fixture

Housing/frame:  in die-cast alu-
minium.

Glass:  Clear, tempered in JM-TS, 
SAP-TS versions; sand blasted in 
all the other versions, all thermal-
shock, impact and load resistant. 
Lamp HCI version with double 
glass.

Painting : in various phases.  The 
first phase involves immersion in 
grey epoxy cataphoresis, withstan-
ds corrosion and salt mists.  The 
second phase applies an under-
coat to stabilise against UV rays 
and the last phase provides a pres-
sed metal finish using silver acrylic 
paint. 

Electric gear:  230V/50Hz power 
supply with thermal protection for 
JM-TS and SAP-TS lamps. Hard 
wire, 0.50 sqmm cross section 
and PVC-HT sheath, resistant at 
90°C in compliance with CEI 20-
20 standards for FLC version and 
Flexible Silicon insulation with glass 
braid 1mm 2 for discharge version. 
2P+T terminal block with maximum 
allowed lead cross section of 2.5 
sqmm.

Standard supply:  supplied with 
socket-pin connector and with 
recessed mounting box.

The fixture is composed of a luminai-
re and a cylindrical nylon outer case 
for recessed floor installation. The outer 
casing is fitted to let in the power supply 
pipe (hole Ø 40) in 2 places. 
The masonry must be able to support 
a load of 4000 kg without strain. As the 
bottom is open to allow for draining, a 
gravel bed should be prepared at the 
time of installation. The electric gear is 
inside the luminaire.

Refer to each single product chart.
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Simulation with SAP-TS

Supplied with socket-pin connector. 
Cable gland with entry cable, minimum 
ø 9 max ø12 mm, with locking rings.
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Floor: ground level flush fixture

1600 Floor - asymmetric level flush
S CNRL temperature and load

wattage colour weight code weight code
T. max on glass

Kg max load walked trafficable
ta 25°C ta 15°C

INC 40/ FLC 15EL graphite 3.00 530581-00 *80°C 70°C 4000 OK OK
SAP-TS 70 graphite 6.00 530582-00 80°C 70°C 4000 OK OK
JM-TS 70 graphite 6.00 530583-00 80°C 70°C 4000 OK OK
FLC 1x26T graphite 5.00 530584-00 65°C 55°C 4000 OK OK
* Temperature referred for the lamp INC. 40W.
SAP-TS 70: 2000K - 6800lm - Ra 4, JM-TS 70: 4000K - 5700lm - Ra 1b, FLC 1x26T: 4000K - 1800lm - Ra 1b

1601 Floor - with diffuser, level flush
S CNRL temperature and load

wattage colour weight code weight code
T. max on glass

Kg max load walked trafficable
ta 25°C ta 15°C

INC 40/ FLC 15EL graphite 3.00 530591-00 *80°C 70°C 4000 OK OK
FLC 1x26T graphite 5.00 530592-00 65°C 55°C 4000 OK OK
SAP-E 50 graphite 5.50 530594-00 110°C 100°C 4000
CDM-T 35 graphite 5.50 530595-00 70°C 60°C 4000 OK OK
* Temperature referred for the lamp INC. 40W.
FLC 1x26T: 4000K - 1800lm - Ra 1b, SAP-E 50: 2000K - 3500lm - Ra 4, CDM-T 35: 3000K - 3400lm - Ra 1b

Reflector:  in hammered aluminium, 
anodically oxidized and polished, 
with anti-glare louvre. 

Lamps:  supplied with FLC26T 
energy saving or 4000 K coloured 
discharge lamps. 

Reflector:  in polished aluminium, 
anodically oxidized and polished. 

Lamps:  supplied with FLC26T 
energy saving or 4000 K coloured 
discharge lamps. 

ASIMM.
30°

CONSUMP:
26T = B1
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Floor: ground level flush fixture

1617 Floor - with adjustable reflector
CNRL CNRL - coloured lamps temperature and load

wattage colour weight code weight code
T. max on glass Kg max 

load
walked trafficable

ta 25°C ta 15°C

JM-TS 70 graphite 6.00 530506-00 80°C 70°C 4000 OK OK
JM-TS 70 graphite (blue) 6.00 530506-96 80°C 70°C 4000 OK OK
JM-TS 70 graphite (green) 6.00 530506-97 80°C 70°C 4000 OK OK
JM-TS 70 graphite (magenta) 6.00 530506-98 80°C 70°C 4000 OK OK
JM-TS 70: 4000K - 5700lm - Ra 1b

acc.142  - louvre
991351

In aluminium. It makes the light beam 
of art. 1617 asymmetric.

1621 Floor - with low temperatures
CNRL temperature and load

wattage colour weight code
T. max on glass

Kg max load walked trafficable
ta 25°C ta 15°C

SAP-TS 70* graphite 12.50 530530-00 60°C 50°C 2000 OK OK
JM-T S70* graphite 12.50 530531-00 60°C 50°C 2000 OK OK
FLC 1x26T graphite 10.50 530534-00 40°C 30°C 2000 OK OK
HCI-T 70 graphite 12.50 530536-00 70°C 60°C 2000 OK OK

* lamps TS version (Rx7s attachment) with adjustable reflector.
SAP-TS 70: 2000K - 6800lm - Ra 4,JM-TS 70: 4000K - 5700lm - Ra 1b, FLC 1x26T: 4000K - 1800lm - Ra 1b, HCI-T 
70: 4200K - 6700lm - Ra 1b

Reflector:  in polished aluminium, 
anodically oxidized and polished. 

Diffuser : version with lamp HCI 
double glass protection.

Lamps:  supplied with FLC26T 
energy saving or 4000 K coloured 
discharge lamps. 

Reflector:  in hammered aluminium, 
anodically oxidized and polished, 
with anti-glare baffle. 

beam opening: 
transv. 2x4,5°
long. 2x3,5°
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Adjustable
±15°
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Floor - stainless steel

1604 Floor - asymmetric in stainless stell AISI 316 and tempered glass
S CNRL temperature and load

wattage colour weight code weight code
T. max on glass

Kg max load walked trafficable
ta 25°C ta 15°C

INC 40/ FLC 15EL inox 3.00 530550-00 *80°C 70°C 4000 OK OK
SAP-TS 70 inox 6.00 530555-00 80°C 70°C 4000 OK OK
JM-TS 70 inox 6.00 530556-00 80°C 70°C 4000 OK OK
FLC 1x26T inox 5.00 530557-00 65°C 55°C 4000 OK OK

Ideal for installation in port areas.
* temperature referred for the lamp INC 40W.
SAP-TS 70: 2000K - 6800lm - Ra 4,JM-TS 70: 4000K - 5700lm - Ra 1b, FLC 1x26T: 4000K - 1800lm - Ra 1b

1605 Floor - wide beam in stainless steel AISI 316
S CNRL temperature and load

wattage colour weight code weight code
T. max on glass

Kg max load walked trafficable
ta 25°C ta 15°C

INC 40/ FLC 15EL inox 3.00 530560-00 *80°C 70°C 4000 OK OK
FLC 1x26T inox 5.00 530567-00 65°C 55°C 4000 OK OK
SAP-E 50 inox 5.50 530569-00 110°C 100°C 4000

Ideal for installation in port areas.
* temperature referred for the lamp INC 40W.
FLC 1x26T: 4000K - 1800lm - Ra 1b, SAP-E 50: 2000K - 3500lm - Ra 4

Housing: in die-cast aluminium.
Frame: in AISI 316 stainless steel.
Reflector:  in hammered aluminium, 
anodically oxidized and polished, 
with anti-glare baffle.
Standard supply:  recessed moun-
ting box.

Housing: in die-cast aluminium.
Frame: in AISI 316 stainless steel.
Reflector:  in aluminium, anodically 
oxidized and polished.
Standard supply:  recessed moun-
ting box.
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Floor - with screen

1602 Floor - with convex screen and radial louvre frame
CNRL temperature and load

wattage colour weight code
T. max on glass Kg max 

load
walked trafficable

ta 25°C ta 15°C

FLC 1x26T graphite 6.50 530574-00 55°C 45°C 2000 OK OK
MBF 50 graphite 7.00 530575-00 80°C 70°C 2000 OK OK
SAP-E 50 graphite 7.00 530576-00 70°C 60°C 2000 OK OK

1644 Floor - convex screen and radial louvre frame with one side closed
CNRL temperature and load

wattage colour weight code
T. max on glass Kg max 

load
walked trafficable

ta 25°C ta 15°C

FLC 1x26T graphite 6.50 530561-00 55°C 45°C 2000 OK OK
MBF 50 graphite 7.00 530562-00 80°C 70°C 2000 OK OK
SAP-E 50 graphite 7.00 530563-00 70°C 60°C 2000 OK OK
FLC 1x26T: 4000K - 1800lm - Ra 1b, MBF 50: 4200K - 2000lm - Ra 3, SAP-E 50: 2000K - 3500lm - Ra 4

1603 Floor - with convex screen and frame for local lighting
CNRL temperature and load

wattage colour weight code
T. max on glass Kg max 

load
walked trafficable

ta 25° ta 15°

FLC 1x26T graphite 6.50 530544-00 60° 50° 2000 OK OK
MBF 50 graphite 7.00 530545-00 80° 70° 2000 OK OK
SAP-E 50 graphite 7.00 530546-00 80° 70° 2000 OK OK
FLC 1x26T: 4000K - 1800lm - Ra 1b, MBF 50: 4200K - 2000lm - Ra 3, SAP-E 50: 2000K - 3500lm - Ra 4

Housing/frame: in die-cast alu-
minium.

Reflector:  in aluminium, anodically 
oxidized and polished.

Diffuser: impact and thermal 
shock resistant hemispherical die-
cast aluminium.

Standard supply:  recessed moun-
ting box.

empty spacegravel cement
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Housing/frame: in die-cast alumi-
nium.

Reflector:  in aluminium, anodically 
oxidized and polished.

Diffuser: impact and thermal shock 
resistant hemispherical die-cast 
aluminium.

Standard supply:  recessed moun-
ting box.

CONSUMO:
26T = B1

CONSUMP.:
26T = B1



520

JM-TS

Rx7s
1645 - JM-TS 150FL SAP-TS

Rx7s

L’ENERGIA CHE TI ASCOLTA.

IP67IK08

38
1

44
6

33
6

Max 2000 kg

Max 20 km/h

ø446

LED

Maxifloor ground flush fittings

1645 Maxifloor - wide beam
CNRL temperature and load

wattage colour weight code
T. max on glass

Kg max load walked trafficable
ta 25°C ta 15°C

JM-TS 150 graphite 11.00 530822-00 100°C 90°C 2000 OK
SAP-TS 70 graphite 11.00 530823-00 80°C 70°C 2000 OK OK

On request: lamp SAP-TS 150 version.
JM-TS 150 4200K - 1200lm Ra 1b, SAP-TS 70: 2000K - 6800lm - Ra 4

The fixture is composed 
of a luminaire and a cylin-
drical nylon outer case for 
recessed floor installation. 
The outer casing is fitted 
to let in the power supply 
pipe (hole Ø 40) in 2 pla-
ces. The masonry must 
be able to support a load 
of 2000 kg without strain. 
As the bottom is open to 
allow for draining, a gravel 
bed should be prepared 
at the time of installation. 
The electric gear is inside 
the luminaire.

Housing/Frame:  in die-cast alu-
minium.

Diffuser: tempered, 15mm thick,  
resistant  thermal shock and impact 
double glass of protection (internal 
and external). Max load 2000 Kg.

Painting : in various phases.  The 
first phase involves immersion in 
grey epoxy cataphoresis, withstan-
ds corrosion and salt mists.  The 
second phase applies an undercoat 
to stabilise against UV rays and the 
last phase provides a pressed metal 
finish using silver acrylic paint. 

Electric gear:  230V/50Hz power 
supply with heat thermal. 

Standard supply:  Supplied with 
locking frame. Recess mounting 
box included.

Equipment:   silicone rubber 
gasket. Fibreglass cable gland, Ø 
1/2” gas thread.

Reflector: wide beam, made of 
aluminium, anodically oxidized and 
polished, supplied with shutter to 
reduce glare and glass tempera-
ture.

LED and powerled version: 
see chapter LED and mutanti.

beam
angle
transv. 2x13°
long. 2x7,5°

Prolonged standing on 
floodlight is not recom-
mended.
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Maxifloor ground flush fittings

Reflector: narrow beam light scat-
tering, made of aluminium, anodi-
cally oxidized and polished, sup-
plied with shutter to reduce glare 
and glass temperature.

1646 Maxifloor - narrow beam
CNRL temperature and load

wattage colour weight code
T. max on glass

Kg max load walked trafficable
ta 25°C ta 15°C

JM-TS 150 graphite 11.00 530832-00 100°C 90°C 2000 OK
SAP-TS 70 graphite 11.00 530833-00 80°C 70°C 2000 OK OK
On request: lamps SAP-TS 150 version. JM-TS 150 4200K-1200lm Ra 1b, SAP-TS 70: 2000K-6800lm-Ra 4

1647 Maxifloor - with adjustable reflector
CNRL CNRL - coloured lamps temperature and load

wattage colour weight code weight code
T. max on glass

Kg max load walked trafficable
ta 25°C ta 15°C

SAP-TS 70 graphite 11.00 530843-00 80°C 70°C 2000 OK OK
JM-TS 150 graphite 11.00 530842-00 100°C 90°C 2000 OK
JM-TS 150 blue lamp 11.00 530842-96 100°C 90°C 2000 OK
JM-TS 150 green lamp 11.00 530842-97 100°C 90°C 2000 OK
JM-TS 150 magenta lamp 11.00 530842-98 100°C 90°C 2000 OK

Adjustable reflector (± 15°).
JM-TS 150 4200K - 1200lm Ra 1b, SAP-TS 70: 2000K - 6800lm - Ra 4

acc. 170  - anti-glare louvre
991355

In aluminium. It allows to make lumi-
nuos beam asymmetric of art. 1647.

beam angle
transv. 2x13°
long. 2x9°

Adjustable 
optics:
± 15°  

RE
SI

DE
NT

IA
L

AM
EN

IT
IE

S

beam
angle
transv. 
2x5,5°
long. 2x3,5°

Reflector: wide beam, made of 
aluminium, anodically oxidized and 
polished, supplied with shutter to 
reduce glare and glass tempera-
ture.
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Quadro

Simulation with art. 1810
(SAP-TS)

Simulation with art. 1810

A - B - C: Installation

1 - 2 - 3 - 4: Replacement lamp
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CEMENTO

GHIAIA

IN

OUT

523Quadro

Supplied with gear box. 

Housing: die-cast aluminium with 
silver powder coating.

Frame:  in AISI 304 stainless steel.

Outer casing: nylon outer casing 
and terminal block. Separate 
electric gear supplied to reduce 
thermal shock on the components 
and to simplify the installation pro-
cess.

Diffuser: internal tempered glass, 
5mm thick, resistant to thermal 
shock. External tempered glass, 
15mm thick, resistant to thermal 
shock and mechanical stress up to 
2000 Kg (non-slip versions availa-
ble upon request).

Electric gear:  230V/50Hz power 
supply. Nylon gear box with 4 sq 
mm 4P terminal block. Provision for 
in-out wire, 1/2  inch nylon cable 
glands and double insulation wire, 
1 sq mm cross section.

Equipment: silicone rubber 
gaskets. 

The brickwork must be able to bear a load of 2000 kg without strain.
Continuous line available. Can be installed with any type of �ooring.

Simulation with art. 1811
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Simulation with art. 1813
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Quadro

1810 Quadro - asymmetric
CNRL temperature and load Lamps (Ta=25°C)

wattage colour weight code
T. max on glass

Kg max load walked trafficable Kelvin - ølm - lm/W - Ra
ta 25°C ta 15°C

JM-TS 70 stainless steel 15.00 530900-00 65°C 55°C 2000 OK OK 4200K - 5700lm - Ra 1b
JM-TS 150 stainless steel 16.00 530901-00 80°C 70°C 2000 OK OK 4200K - 12000lm - Ra 1b
SAP-TS 70 stainless steel 15.00 530902-00 65°C 55°C 2000 OK OK 2000K - 6800lm - Ra 4
SAP-TS 150 stainless steel 16.00 530903-00 80°C 70°C 2000 OK OK 2000K - 15000lm - Ra 4

1811 Quadro - wide beam
CNRL temperature and load Lamps (Ta=25°C)

wattage colour weight code
T. max on glass

Kg max load walked trafficable Kelvin - ølm - lm/W - Ra
ta 25°C ta 15°C

JM-TS 70 stainless steel 15.00 530910-00 60°C 50°C 2000 OK OK 4200K - 5700lm - Ra 1b
JM-TS 150 stainless steel 16.00 530911-00 75°C 65°C 2000 OK OK 4200K - 12000lm - Ra 1b
SAP-TS 70 stainless steel 15.00 530912-00 60°C 50°C 2000 OK OK 2000K - 6800lm - Ra 4
SAP-TS 150 stainless steel 16.00 530913-00 75°C 65°C 2000 OK OK 2000K - 15000lm - Ra 4

Reflector: symmetric, in frosted 
aluminium, anodically oxidized and 
polished. Anti-glare shutter desi-
gned to reduce glass temperature.

Reflector: asymmetric, in frosted 
aluminium, anodically oxidized and 
polished. Anti-glare shutter desi-
gned to reduce glass temperature.
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1812 Quadro - narrow beam/adjustable
CNRL temperature and load

wattage colour weight code
T. max on glass

Kg max load walked trafficable
ta 25°C ta 15°C

CDM-TS 70 stainless steel 15.00 530920-00 70°C 60°C 2000 OK OK

Adjustability 0-17°
CDM-TS 70: 4000K - 5700lm - Ra 1b

1813 Quadro - narrow beam/adjustable
CNRL temperature and load

wattage colour weight code
T. max on glass

Kg max load walked trafficable
ta 25°C ta 15°C

CDM-T 70 stainless steel 15.00 530930-00 100°C 90°C 2000 OK

Adjustability 0-10°
CDM-TS 70: 4000K - 5700lm - Ra 1b

Reflector: symmetric, in frosted 
aluminium, anodically oxidized and 
polished. Anti-glare shutter desi-
gned to reduce glass temperature.

Reflector: symmetric, in frosted 
aluminium, anodically oxidized and 
polished. Anti-glare shutter desi-
gned to reduce glass temperature.
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ADJUSTABLE
0-17°

ADJUSTABLE
0-10°
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